
PGI SERIES INDEX 
TABLES 

TABLES D´INDEXAGE 
SERIE PGI
PGI  -  220 / 320 / 425 / 520 / 620 / 760 / 940 / 1120 



PGI 220

Repeatability 
Répétabilité

± 0,015 
on/sur ø 160

Indexing accuracy
Précision d´indexage

± 0,030 
on/sur ø 160

Maximum allowable 
axial load
Charge axiale max. 
admissible

6.750 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

265 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

2.300 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 35 Kg

PGI 320

Repeatability 
Répétabilité

± 0,014 
on/sur ø 215

Indexing accuracy
Précision d´indexage

± 0,028 
on/sur ø 215

Maximum allowable 
axial load
Charge axiale max. 
admissible

9.000 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

320 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

3.200 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 65 Kg

02

PGI series index tables / Tables d’indexage - serie PGI - 220 – 1120

PGI 220

PGI 320



PGI 425

Repeatability 
Répétabilité

± 0,012 
on/sur ø 250

Indexing accuracy
Précision d´indexage

± 0,025 
on/sur ø 250

Maximum allowable 
axial load
Charge axiale max. 
admissible

13.800 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

1.100 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

4.600 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 100 Kg

PGI 520

Repeatability 
Répétabilité

± 0,012 
on/sur ø 320

Indexing accuracy
Précision d´indexage

± 0,025 
on/sur ø 320

Maximum allowable 
axial load
Charge axiale max. 
admissible

19.000 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

1.900 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

9.000 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 140 Kg
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PGI 620

Repeatability 
Répétabilité

± 0,013 
on/sur ø 400

Indexing accuracy
Précision d´indexage

± 0,028 
on/sur ø 400

Maximum allowable 
axial load
Charge axiale max. 
admissible

27.000 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

3.150 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

18.000 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 300 Kg

PGI 760

Repeatability 
Répétabilité

± 0,017 
on/sur ø 600

Indexing accuracy
Précision d´indexage

± 0,034 
on/sur ø 600

Maximum allowable 
axial load
Charge axiale max. 
admissible

585.000 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

63.000 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

117.000 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 550 Kg
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PGI 940

Repeatability 
Répétabilité

± 0,016 
on/sur ø 725

Indexing accuracy
Précision d´indexage

± 0,03 
on/sur ø 725

Maximum allowable 
axial load
Charge axiale max. 
admissible

720.000 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

91.350 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

144.000 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 1.000 Kg

PGI 1120

Repeatability 
Répétabilité

± 0,015 
on/sur ø 825

Indexing accuracy
Précision d´indexage

± 0,03 
on/sur ø 825

Maximum allowable 
axial load
Charge axiale max. 
admissible

860.000 N

Maximum allowable 
tilting torque
Couple de basculement 
max. admissible

115.500 Nm

Maximum allowable 
radial load
Charge radiale max. 
admissible

165.000 N

Weight with moto 
reducer
Poids de l´indexeur 
motorisé

~ 1.500 Kg
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GoIzPer TransmIssIon machInery (WuxI) co., LTd.
no. 3 Workshop, Fengneng road,
Wind  Power science & Technology Industrial Park,
huishan economic development zone,
214174 Wuxi, Jiangsu - china

Tel:     +86 186 217 020 36
email: goizperchina@goizper.com 

GoIzPer GrouP
antigua, 4
20577 antzuola
Gipuzkoa - spain

Tel:     + 34 943 78 60 00
email: goizper@goizper.com

GoIzPer France
espace d’activités Becquerel
15, avenue henri Becquerel
51000 châlons en champagne - France

Tel:     + 33 (0)3 26 21 08 39
email: goizperfrance@goizper.com

www.goizper.com

Information provided in this catalogue is current and correct at the time of publication. GoIzPer s.coop. Ltda. reserves the right to change the designs and/or dimensions of 
the products shown in this brochure without prior notice. ©GoIzPer s.coop. Ltda. all rights reserved
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